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BZT52Bxxx-Q1 Series

Suffix "-Q1" for AEC-Q101.

Silicon epitaxial planar chip structrue.
Zener Breakdown Voltage Range,2.4V to 43V ex.BZT52B2V4.
Small package size for high density applications.
Ideally suited for automated saaembly processes.
Pb-Free package is available.
Compliant to Halogen-free.

http://www.anbonsemi.com 
TEL:+86-755-23776891 
FAX:+86-755-81482182

Diodes - 2.4V-43V
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BZT52B2V4-Q1

BZT52B2V7-Q1

BZT52B3V0-Q1

BZT52B3V3-Q1

BZT52B3V6-Q1

BZT52B3V9-Q1

BZT52B4V3-Q1

BZT52B4V7-Q1

BZT52B5V1-Q1

BZT52B5V6-Q1

BZT52B6V2-Q1

BZT52B6V8-Q1

BZT52B7V5-Q1

BZT52B8V2-Q1

BZT52B9V1-Q1

BZT52B10-Q1

BZT52B11-Q1

BZT52B12-Q1

BZT52B13-Q1

BZT52B15-Q1

BZT52B16-Q1

BZT52B18-Q1

BZT52B20-Q1

BZT52B22-Q1

BZT52B24-Q1

BZT52B27-Q1

BZT52B30-Q1

BZT52B33-Q1

BZT52B36-Q1

BZT52B39-Q1

BZT52B43-Q1

BZT52Bxxx-Q1 Series
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500mW Surface Mount Zener
Diodes - 2.4V-43V
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