SM5S Series

/\ AN3ON>EMI

INNOVATOR IN SEMICONDUCTOR

Surface Mount Transient Voltage Suppressors

Features

SM5SxxA available in Uni-directional polarity only
« SM5SxxCA available in bi-directional polarity only
* Low leakage current

- Low forward voltage drop

* Compliant to Halogen-free

Mechanical Data

* Package: DO-218AB
* Molding compound meets UL 94 V-0 flammability
rating,RoHS-compliant

* Terminals: Matte tin plated leads, solderable per J-STD-002 and JESD 22-

B102, HE3 suffix meets JESD 201 class 2 whisker test.
 Polarity: Heatsink is anode.

Maximum Ratings (Ta=25°C Unless otherwise specified)

DO-218AB

PARAMETER

SYMBOL

VALUE

UNIT

with 10/1000 ps waveform
with 10/10 000 ps waveform

Peak pulse power dissipation

Prpm

3600

2800

Power dissipation on infinite heatsink at T¢ = 25 °C (fig. 1)

Pp

5.0

Peak pulse current with 10/1000 ps waveform

lppm

See next table

Operating junction and storage temperature range

Ty, Tsta

-55to +150

°C

Note
(1) Non-repetitive current pulse derated above Ta = 25 °C
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/\ ANBONMEMI SM5S Series

Surface Mount Transient Voltage Suppressors

ELECTRICAL CHARACTERISTICS (Tc = 25 °C unless otherwise noted)

B OLTAGE Test | stanporr | MAXIMum | RERIRCN | MAXPEAK | MAXIMUM
DEVICE Var (V) CURRENT | VOLTAGE | REVERSE | /Faiage | PULSECURRENT | CLAMPING
MIN. | NOM. | max. | (MA) v Ip (A) TJ; m"c @A Ve )
SM5S10(C)A | 11.1| 11.7 | 123 | 5.0 10.0 10 250 212 17.0
SM5S11(C)A | 12.2 | 129 | 135 | 5.0 11.0 10 250 198 18.2
SM5S12(C)A | 13.3 | 140 | 147 | 5.0 12.0 10 250 181 19.9
SM5S13(C)A | 14.4 | 152 | 159 | 5.0 13.0 10 150 167 215
SM5S14(C)A | 15.6 | 16.4 | 172 | 5.0 14.0 10 150 155 23.2
SM5S15(C)A | 16.7 | 17.6 | 185 | 5.0 15.0 10 150 148 24.4
SM5S16(C)A | 17.8 | 188 | 197 | 5.0 16.0 10 150 138 26.0
SM5S17(C)A | 189 | 19.9 | 209 | 5.0 17.0 10 150 130 27.6
SM5S18(C)A | 20.0 | 21.1 | 22.1 5.0 18.0 10 150 123 29.2
SM5S20(C)A | 22.2 | 23.4 | 245 | 5.0 20.0 10 150 111 32.4
SM5S22(C)A | 24.4 | 257 | 269 | 5.0 22.0 10 150 101 355
SM5S24(C)A | 26.7 | 28.1 | 295 | 5.0 24.0 10 150 93 38.9
SM5S26(C)A | 28.9 | 30.4 | 319 | 5.0 26.0 10 150 86 42.1
SM5S28(C)A | 31.1 | 32.8 | 344 | 5.0 28.0 10 150 79 45.4
SM5S30(C)A | 333 | 351 | 368 | 5.0 30.0 10 150 74 48.4
SM5S33(C)A | 36.7 | 38.7 | 406 | 5.0 33.0 10 150 68 53.3
SM5S36(C)A | 40.0 | 42.1 | 44.2 5.0 36.0 10 150 62 58.1
SM5S40(C)A | 44.4 | 46.8 | 49.1 5.0 40.0 10 150 56 64.5
SM5S43(C)A | 47.8 | 503 | 528 | 5.0 43.0 10 150 52 69.4
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/\ ANBON>EMI SM5S Series

Surface Mount Transient Voltage Suppressors

CHARACTERISTICS (TYPICAL) (Ta = 25 °C unless otherwise noted)

8.0 3000
2500 \
S 60 g
5 % 2000 N
g 5 N
o o \
‘w 4.0 o 1500 N
) IS
2 a
g ° 1000
£ 20 3 \
500
0 0
0 50 100 150 200 25 50 75 100 125 150 175
Case Temperature (°C) Case Temperature (°C)
Fig. 1 - Power Derating Curve Fig. 2 - Load Dump Power Characteristics
(10 ms Exponential Waveform)
150 T T 10 000
»| |t =10ps T,=25°C |
Pulse Width (t) is
3 I Defined as the Point
S>) Peak Value ———— Where the Peak Current ] s
€ lppt — 1 Decays to 50 % of lppy 7 ey
[ o
£ 100 2
=3 o
&) \ o
Q [0}
“© <)
S Half Value - lpp 5
o | e n
x PPM 2 °
ﬁ‘_) 50 g \\
- ~ > \
[0
3 \ o I~
£ S~
-
T~
<
[— ty —
0 1000
0 10 20 30 40 10 100
t - Time (ms) Pulse Width (ms) - 72 Ipp Exponential Waveform
Fig. 3 - Pulse Waveform Fig. 4 - Reverse Power Capability
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/\ AN3ON>EMI SM5S Series

Surface Mount Transient Voltage Suppressors

OUTLINE DIMENSIONS

DO-218AB
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